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Picture/Display
• Aspect ratio: 16:9, Widescreen
• Display screen type: CRT Rear Projection TV
• Picture enhancement: AutoPicture (5 modes), 

Progressive Scan, Color Temperature 
Adjustment, Black stretch, Color Transient 
Improvement, Widescreen Plus, Color, Sharpness 
Adjustment, Tint, Temperature

• Visible screen diagonal (inch): 51 inch

Sound
• Sound Enhancement: Auto Volume Leveller, 

AutoSound (4 modes), Incredible Surround, 
Balance, Treble and Bass Control

• Sound System: Incredible Surround, Stereo
• Output power (RMS): 2 x 10W
• Music Power: 20 W

Convenience
• Ease of Use: Easy toggle Dig/Analog modes
• Remote Control: TV
• Teletext: Closed Captioning Full Text
• Screen Format Adjustments: 6 Widescreen 

Modes
• Clock: On/Off event timer
• On-Screen Display languages: American, French, 

Spanish
• Remote control: Standard

Tuner/Reception/Transmission
• Aerial Input: 75 ohm F-type Antenna
• Cable: Unscrambled Digital Cable -QAM

• Stereo System: BTSC
• TV system: ATSC, NTSC
• Video Playback: NTSC

Connectivity
• AV 1: CVBS in
• AV 2: CVBS, S-Video
• AV 4: HDMI, YPbPr
• Audio Output - Digital: AC3 over S/PDIF 

(Optical)
• Front / Side connections: CVBS in, S-video in

Dimensions
• Carton dimensions (WxDxH) inch: 

52.44"x26.73"x52.56"
• Weight incl. Packaging (lb): 181.5
• Product dimension (WxDxH) inch: 

49.02"x23.03"x50.31"
• Product weight: 75 kg
• Product weight (lb): 165
• Weight incl. Packaging: 82.5 kg

Supported Display Resolution

Power
• Mains power: AC 90-140V, 60Hz
•

• Video formats
Resolution Refresh rate
1080i  60Hz
480i  60Hz
480p  60Hz
Projection HDTV
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